
Colour at everyone’s fingertips!

OLIVETTI d-COLOR P160 AND P160W
DIGITAL COLOUR PRINTERS
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d-Color
P160 AND P160W

Operating panel with a back-lit 2-line x 
16-character LCD

CMYK toner cartridges with a capacity of 
3,000 or 5,000 copies, easy replaceable

between 3,000-page capacity toner car-
tridges and the high-capacity, 5000-
page type, resulting in an even more
attractive cost per copy. And that’s not
all. The optional duplex unit, for double-
sided printing, makes it possible to
reduce the volume of paper being used,
trimming paper costs and filing space
even further.
Last but not least, a straight paper path
makes the entire printing process much
smoother even when using up to 203
g/m2 media of up to 1.2 metres long
(for creating banners, for example).

IMPROVED COLOUR QUALITY AND
UNSWERVING RELIABILITY, FOR
EVERYONE
The Olivetti d-Color P160 and P160W
take digital printing to a new dimension
of colour quality and offers unrivalled
definition and detail on all documents
printed. Furthermore, the automatic
colour balancing system detects the
type of media used, analyses its weight
and surface, and then optimises the
printing process for a perfect colour
match.
Printing all four colours at a time,
thanks to the latest single-pass digital
LED electro-photographic technology,
reduces document production times
and affords maximum reliability of the

printer, due to greatly reduced numbers
of moving parts.

MORE CHOICE, FOR EVERYONE
So, do you choose the Olivetti d-Color
P160 or the Olivetti d-Color P160W?
It all depends on which operating sys-
tem you use as the printers are
specifically designed to cater to the
specific requirements of the office.
Here’s the Golden Rule:
- If you use a Windows operating envi-  

ronment, the d-Color P160W is your 
ideal printer. 

- If you use Macintosh and PostScript,
choose the d-Color P160.

Finally, by simply adding the d-Color
P160’s 20-GB optional hard disk, you
can store additional documents that
can then be displayed; you can add
fonts, save forms and headings or
even assign a security code to protect
documents containing sensitive data.

IMPROVED SIMPLICITY AND GREATER
EFFICIENCY, FOR EVERYONE
Today, workgroups are constantly seek-
ing innovative solutions to their paper-
based professional communication
requirements. Solutions that combine
top quality results with simple, trouble-
free use. Olivetti has pulled out all the
stops to deliver the d-Color P160 and
P160W printers which are able to guar-
antee excellent graphic performance to
all those wishing to upgrade the effec-
tiveness of their communication to full
colour.
For seamless integration onto the com-
pany network, the 10/100 Base TX
Ethernet board is delivered as standard
on both models which also feature an
incorporated Web server for remote
management and configuration.

HIGHER SPEED AND LOWER COSTS,
FOR EVERYONE
The Olivetti d-Color P160 and P160W
offer capabilities such as a speed of 16
pages per minute (ppm), in colour and
24 ppm, in black and white, and pro-
duces a first print in about 13 seconds
in colour and 9 seconds in black and
white, to deliver improved, all-round effi-
ciency.
As well as exceptional speed and low
running costs, users can choose

FOR THOSE WHO THINK COLOUR PRINTING IS OUT OF THEIR REACH, TAKE A 

LOOK AT THE d-COLOR P160 AND d-COLOR P160W AFFORDABLE DIGITAL COLOUR

PRINTERS FROM OLIVETTI! 

THESE COMPACT, ELEGANT PERIPHERALS ARE IDEAL FOR PERSONAL USE AND 

FOR SMALL WORKGROUPS AND OFFER FAST COLOUR PRINTING WITH LOW 

RUNNING COSTS. TWO MODELS TO CATER FOR DIFFERENT ENVIRONMENTS: THE 

d-COLOR P160 HAS BEEN DEVELOPED FOR MAC AND POSTSCRIPT APPLICATIONS

AND THE d-COLOR P160W FOR WINDOWS OPERATING SYSTEMS. A “TAILOR-MADE”

NETWORK-READY SOLUTION - A CLEAR  WINNER FOR THE ENTIRE OFFICE. THE 

d-COLOR P160 AND d-COLOR P160W ARE ALSO WINNERS IN THEIR CLASS FOR

OVERALL CAPABILITY, SPEED, COMPACT FOOTPRINT AND RELIABILITY: AN ARRAY OF

ADVANTAGES, NOW WITHIN EVERYONE’S REACH.



Optional duplex 
unit, great for saving 
paper and space in 
your filing cabinet

ICC profiles handled 
directly by the driver 
(d-Color P160 only)

With the optional 20 GB 
HD you can store jobs and 
recall them from the display 
(d-Color P160 only)

Olivetti d-Color P160W
Digital colour printer for Windows
operating environment

Olivetti d-Color P160
Digital colour printer compatible with the

most common operating systems



Print technology
Single-pass digital LED electro-photographic 
printers

Print speed
16 ppm colour - 24 ppm black and white

Resolution
600x1200 dpi

First page output time
13 seconds colour - 9 seconds black and white

Warm-up time
90 seconds

CPU (processor speed)
d-Color P160: 400 MHz
d-Color P160W: 200 MHz

Fonts
d-Color P160: 80 scalable PCL fonts, 1 bitmap
font, 10 TrueType fonts, 136 Adobe Type 1 fonts,
OCR A/B and USPS barcodes
d-Color P160W: not available

Printer languages
d-Color P160: PostScript 3, PCL5c and PCL6-
Epson FX and IBM ProPrinter Dot Matrix 
emulations Automatic emulation switch-over
d-Color P160W: printing systems based on
Windows host

Standard tray
300 sheets from 64 to 120 g/m2

Optional tray
530 sheets from 64 to 176 g/m2

Multiple feeder capacity  
100 sheets from 75 to 203 g/m2

Standard tray and second optional tray
paper sizes
A4, A5, B5, A6 (standard tray only), Legal 13,
Legal 13.5, Legal 14, Letter, Executive

Multi-purpose tray paper sizes
A4, A5, B5, A6, C5, DL, Com-9, Com-10, Monarch,
customised size (up to 1200 mm long),
Legal 13, Legal 13.5, Legal 14, Executive, Letter

Paper output
250 sheets face up - 100 sheets face down

Front/back unit
Optional, paper weight from 75 to 105 g/m2

Memory
d-Color P160: 64 MB expandable to 320 MB
d-Color P160W: 32 MB expandable to 288 MB

Hard Disk
Optional 20 GB (d-Color P160 only)

Interfaces/Connectivity
d-Color P160/P160W: USB 2.0,
Ethernet 10/100 TX
d-Color P160: IEEE1284 Nibble, ECP

Operating systems
d-Color P160/P160W: Windows95/98/98SE/
ME/NT4.0 Workstation/NT4.0 Server/
2000 Workstation/2000 Professional/
2000 Server/2000 Advanced Server/
XP Professional/XP Home
d-Color P160: Windows 95/
NT Terminal Server Edition/2000 Terminal Server
with Citrix Metaframe 1.8 or Citrix Metaframe XP
1.0/Mac OS 8.6 (or higher),
Mac OS 9, Mac OS X (10.1 or higher)/
Unix and Linux variants via PPD

Duty cycle
Up to 50,000 pages/month

Power supply
Single phase, from 220 to 240 Vac

Frequency
50 Hz +/- 2 Hz

TECHNICAL SPECIFICATIONS

OLIVETTI d-COLOR P160 AND P160W
DIGITAL COLOUR PRINTERS
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Power consumption
d-Color P160: typical 420W, peak 950W,
idle 120W, with power save <20W
d-Color P160W: typical 420W, peak 950W,
idle 130W, with power save <25W 

Noise level
Operating: 54 dBA, stand-by: 37 dBA
Power save: background noise level

Operating conditions
Temperature from 10 to 32 °C (from 17 °C to
27 °C recommended)/RH from 20 to 80% 
(from 50 to 70% recommended)

Certifications
CE, Energy Star

Dimensions (H x W x D)
342 x 400 x 528 mm

Weight
Around 20 Kg (without consumables)

Accessories
CMYK toner cartridges 
(at 5% coverage for each colour):
- shipped with: up to 3,000 pages
- standard: up to 3,000 pages
- high capacity: up to 5,000 pages
Drum: 17,000 pages (average)
Fuser:  45,000 pages (average)
Transport belt: 50,000 pages 
(an average of three pages per job)


